








Construction General Notes

|.  DASHED LINES THAT INDICATE LIMITS OF WORK ARE APROXIMATE
FOR GENERAL REFERENCE ONLY. ACTUAL LIMITS OF NORK MAY
EXTEND BEYOND & OUTSIDE THE GRAPHIC LIMITS SHOWN WNITH
PERMISSION FROM THE OWNER.

2. CONTRACTOR IS SOLELY RESFPONSIBLE FOR VERIFYING LOCATION
AND INVERT OF ALL EXISTING UTILITY LINES AND PROTECTING
SAME DURING ALL PHASES OF CONSTRUCTION. ALL DAMAGED
EXISTING UTILITY LINES SHALL BE REPAIRED TO THEIR ORIGINAL
CONDITION AT NO COST TO THE ONWNER.

| |
3. REFER TO SHEET ASDI.O FOR REQUIRED DEMOLITION. Bl‘eckenrldue
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Construction Keynotes

4" CONC. SIDENWALK PER PC/COT SD 200.

CONC. SIDENALK NEW TO EXISTING CONNECTION PER PC/COT SD
203.

CONC. CONTROL JOINT, TYP. PROVIDE CONC. EXPANSION JOINT
@ 40'-0" 0.C. MAX.

CONC. VERTICAL CURB, TYP. - TYFPE 2 PER PC/COT SD 2049.

CONC. CURB NEW TO EXISTING CONNECTION PER PC/COT SD 2II.

ASPHALT PAVEMENT PER TOWN OF ORO VALLEY STANDARDS
AND PAG SSPI SECTION 406 MIX NO. 2, SEE DETAIL I/AS2.0.

SANCUT EXISTING PAVEMENT [|'-O" MINIMUM FROM EDGE, TACK
AND JOIN NEWN PAVEMENT TO EXISTING, SEE DETAIL B/AS2.0.

DECOMPOSED GRANITE TO MATCH EXISTING, TYF.

&'-O"H WROUGHT IRON FENCE, SEE DETAIL 4/AS2.0. FIELD
VERIFY LENGHT.

CONC. SIDENALK RAMP, SEE DETAIL 9/AS2.0. PROVIDE
GROOVED AREA 24" DEEFP X WIDTH OF RAMP ALONG BASE OF
RAMP. GROOVED AREA SHALL CONSIST OF A SERIES OF
GROOVES /4" WIDE X |/4" DEEP, 2" ON CENTER.

4" NIDE YELL ON CROSSWALK PAVEMENT MARKING.
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RE-USE EXISTING SIEGN, COORDINATE NEW LOCATION W/ ONNER.

CONC. WEDGE CURB - PER PC/COT SD 204.

RE-USE EXISTING LIGHT POLE AND FIXTURE AND PLACE ON NEN
POLE BASE TO MATCH EXISTING.
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SLOPE ASPHALT PAVEMENT TO FOLLOW EXISTING GRADE.

Amphitheater Public Schools
Richard B. Wilson K-8 School
Bus Loop

CONC. RIBBON CURB, SEE DETAIL 8/AS2.0.

PROVIDE WD UNDERGROUND PULLBOX W/ METAL COVER

NEW UNDERGROUND FEEDER/CONDUIT RUN 2#/O AND [#/O (BOND)
IN 3/4"C.
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RAIL TO POST

‘ 3/16 ~F.

PICKET TO RAIL

[-1/2" x |-1/2" HORIZONTAL—\

0'-0" ©.C. MAX.

INTERIOR
EXTERIOR

TOP VIEN

RAIL TOP AND BOTTOM :\\l
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I" x |" STEEL PICKET @ 5"
oC. W SOLID cAPS T

\/

NOTE:

ALL PICKETS AND
HORIZONTAL RAILS TO BE
|6 GA. STEEL W/ SHOP
PRIMED FINISH. TOP OF
PICKETS TO HAVE SOLID
CAP TERMINATION. LINE
POSTS SHALL BE Il GA.
STEEL W/ SHOP PRIMED
FINISH. POSTS SHALL
HAVE FLAT METAL CAFPS
GLUED IN PLACE. ALL
STEEL FENCING TO BE
FIELD PAINTED.

HSS 4x4xI/& POST WITH
cAP TP

300 PS5l CONCRETE———— ||
FOOTING IN GRADE, TYP. SN
- LINE POST

3000 PS| CONCRETE
FOOTING IN GRADE, TYP.—\
- CORNER AND GATE
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8'-0"
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POSTS. ALLOW ADEQUATE
TIME TO SET BEFORE
INSTALLING FENCE
COMPONENTS
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&" x 9" TOEDONWN
AT ALL EXPOSED
SIDES

CONC. SIDENWALK

172" BITUMINOUS
JOINT FILLER

EXIST. ASPHALT
PAVING

EXIST. CONC.
VERTICAL CURB

HAND TOOLED JT. ONLY
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% EXPANSION JT.

4" ASPHALT PAVING

\

% | 6" ABC, COMPACT

\ TO 100% DENSITY

SCARIFY TO &"
DEPTH, RECOMPACT
TO 45% MIN. DENSITY
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¥ )2 COMPRESSIBLE FILLER
O\ Wrought Iron Fence | /7 Sidewalk /Vertical Curb | /7 Sidewalk Joint Details | /\ Typical Pavement Section
A'Sl.o\J-A/szb . As1\.oJ-A/52fo A'S]\.OJ-A/SZ'O A'Sl\.OJ-A/SZ'O
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D BT 2 00 = ABC
) T N TSI CONCRETE BASE WITH ;’gﬂ?;;f? 2’;3;’;9 THICKENED EDSE
CONC. RAMP CURB, = oem ap YINe A0 A PREVENT REMOVAL OF / PAVING
B MATCH TOP OF % 2} T ( M NUTS \ \
ADJACENT SIDENALK SLOPE TO DRAIN ASPHALT PAVING g X / NN A M N ERADE <z —
OUTSIDE OF RAMP - OVER ABC — L|x i - IRy Q :
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yﬁ ENEN oo "~ coNc. RIBBON NG, VERTICA (4) ANCHOR BoLTS — | |V N PROVIDE 4-#5 STEEL
ﬂ il CURB g ok FURNISHED WITH ’ REINFORCING, S
[ == AN FIXTURE MOUNTING % - CLEAR OF DH- SIDES
—— = — — ] noa HARDWARE AND SIZED ,_le" |, W3 TIES AT 10"0.C.
PER MANUFACTURERS DIAM.
CONC. SIDENALK RECOMENDATIONS.
7o\ Sidewalk Ramp | /5 Ribbon Curb |/ 7\ Vertical Curb | /7 Light Pole Base | /7 Thickened Pavement Edge
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CONC. SIDEWALK NEW TO
EXISTING CONNECTION
PER PC/COT SD 203.

CONC. SIDENWALK RAMP, SEE
DETAIL 9/AS2.0 PROVIDE
GROOVED AREA 24" DEEP X
WIDTH OF RAMP ALONG BASE
OF RAMP. GROOVED AREA
SHALL CONSIST OF A SERIES
OF GROVES /4" NIDE X |/4"
DEEP, 2" ON CENTER.

CONC. SIDENALK NEA TO —] | ; :
EXISTING CONNECTION L e-o" .
PER PC/COT SD 203. | S

CONC. SIDENALK RAMP, T—| ||’
SEE DETAIL 9/AS2.0 It
PROVIDE GROOVED AREA
24" DEEP X WIDTH OF
RAMP ALONG BASE OF
RAMP. GROOVED AREA
SHALL CONSIST OF A
SERIES OF GROVES |/4"
WIDE X |/4" DEEP, 2" ON [

- NEW| EXISTING
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